UNDERGROUND CONDUIT NOTES 7
R COOUT HOTES LOOP DETECTOR REPLACEMENT NOTES

1. ALL MATERIAL AND INSTALLATION SHALL CONFORM TO THE 2000 STANDARD
SPECIFICATIONS AND THE 2004 "TRAFFIC SIGNAL AND LIGHTING STANDARD DRAWINGS", LOOP DETECTOR NOTES:
2 S e o oM o e &,‘,".?'m 'E,E%?}‘lc%a‘,’s“ l. THE LOOP DETECTORS SHALL BE TESTED IN ACCORDANCE WITH THE 2000
H FOR CONTACTING ALL u'I'ILl'I'lES FOR EXACT LOCATION PRIOR T STANDARD SPECIFICATIONS,
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3. ALL PULL BOXES SHALL BE NUMBER T AND SHALL BE LOCATED APPROXIMATELY
s SHONN ON THE PLANS OR AS on:cn:o BY THE ENGINEER, DUCT CONDUCTORS SHALL HAVE A MINMUM OF 2- OF SEALANT cov:mm.
. 4. ALL CONOUIT SHALL BE 3- PVC WITH A NUMBER 8 BARE BOND WIRE INSTALLED N L T ARG oPECh oL iGN SuaLL
b PiR SECTION 732-5.01 OF THE STANDARD SPECIFICATIONS. B D T I oaADARy STECEICATIONS AND
1 S T h e AEr T N s EAN CONDITION, FREE OF DIRT AND 3. I EXISTING CONDUIT MND PLLLBOXES SwaL BE RE.USED.  Tve
CONOUIT STUB OUT AND PLLLEOX LOCATIONS SHONN_ ON Thils PLAN AR Q
APPROXIMATE. ACTUAL LOCATIONS SHOULD BE VERIFIED IN THE FIELD
U PRIOR TO SAW CUTTING LOOP DETECTORS. °
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" 'LOCATED BEMID THE SIDEWALK, AS SHONN, OR 4S DIRECTED - SHALL ACAIN CALL woo eeceass TO WAKE THE COMECTIONS N THE . \/ ,\ \ Q\
o EER. PULL BOXES AND ADJUSTMENTS IN THE CONTROL CABINET.
2 A Ions. L BE 2 INCH PYC PER THE STANOARD 6. LOOP DUCT SHALL BE No. |4 THEN IN ORANGE PVC TUBING, IMSA SI-S. Q \
3. THE STATION LOCATIONS FOR THE PULL 7. SEE STRIPING PLAN TO VERIFY ACTUAL LANE DIMENSIONS AND STOP
APPROYMAATE 'AND SWALL B VERIFIED W THE FIELD B8AR LOCATIONS.
o DT ENCINEER. ND CONDUIT ARE SHONN FOR CLARITY. 8  USE CAUTION WHEN WORKING NEAR THESE EXISTING LOOP DETECTORS. ()
a5 PUEL BONES ‘AND COMDUIT SHALL BE PLACED miTHin REPLACE IF DAMAGED. Q/ Q/
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ALL_CONOUITS HAVE A No. 8 AWG BARE BOND Q\

ll.L MATERIAL AND INSTALLATION SHALL CONFORM TO THE 2000

STANDARD SPECIFICATIONS AND THE 2004 -TRAFFIC SIGNALS
AND LIGHTING STANDARD DRAWINGS.- %
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9. TI’E LOCATION OF UTILITIES SHOWN ON THE PLANS IS APPROXIMATE.
L INVOLVED UTILITIES MAY NOT BE SHOWN ON THE PLANS,
'I'IECGIR‘CT(RSHII. BE RESPONSIBLE, PER SECTION 730-6
OF THE STANDARD SPECIFICATIONS, FOR CONTACTING ALL UTILITIES
FOR EXACT LOCATION PRIOR TO ANY CONSTRUCTION ACTIVITY,

s :
NSTALLED PER SECTION 732-5.01 OF THE_ STANDARD SPECIFICATIONS. Q
6. ALL EXISTING CONDUIT AND PLLL BOXES TO REMAIN,
T. AL PULL BOXES SHALL BE LEFT N & CLEAN CONDITION, FREE
OF DIRT AND DEBRIS, UPON COMPLETION OF THE WORK. 0 C

REMOVE & SALVAGE NOTES
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8 ;ggdﬁ&%&a;lon PROCEDURES, SEE 2004 T.S. STANDARD DRAWINGS AND THE 2000 STANDARD THE CONTRACTOR SHALL CONTACT eee secece (eoe) see-cese,
2. ALL EXISTING PULLBOXES AND FOUNDATIONS (NOT BEING USED) SHALL BE
2. THE LOCATION OF UTILITIES SHOWN ON THE PLANS ARE APPROXIMATE. ALL INVOLVED REMOVED AND DISPOSED OF BY THE CONTRACTOR AS PER SEC
UTILITIES MAY NOT BE SHOWN ON THE PLANS, THE CONTRACTOR SHALL BE RESPONSIBLE PER 202-3,04 AND SECTION 737-3,03 OF THE STANDARD SPECIFICATIONS, AND
SECTION 730-6 OF THE STANDARD SPECIFICATIONS, FOR CONTACTING ALL UTILITIES FOR THE EXACT AS DIRECTED BY THE ENGINEER.
LOCATION PRIOR TO ANY CONSTRUCTION ACTIVITY,
3. REMOVE AND DISPOSE OF ALL EXISTING CONDUITS AND CONDUCTORS NOT BEING
3. EACH LUMINAIRE SHALL BE INDIVIDUALLY FUSED WITH IN-LINE CONNECTORS AS SHOWN ON T.S. 1-8. USED, AS PER SECTION 737-3,03 OF THE STANDARD SPECIFICATIONS AND
AS DIRECTED BY THE ENGINEER.
4, FOR POLE OFFSET DETAILS, SEE T.S. 6-l1.
4, SEE SIGNAL REVAMP SHEET, SHEET 3 OF 7, FOR ADDITIONAL INFORMATION
S. ALL LIGHTING UNITS SHALL BE INSTALLED WITH THE MAST ARM PERPENDICULAR TO THE LANE OR RAMP CONCERNING EOUIPMENT TQO REMAIN,
ON WHICH THEY ARE LOCATED.
6. FOR ELECTRICAL SERVICE REOUIREMENTS, CONTACT eeee eeeees OFf NAME OF UTILITY COMPANY AT
see-0ces,
= —
7. DUAL ARC TUBE LAMPS SHALL BE USED ON ALL HORIZONTAL MOUNTED LUMINAIRES. SEE o i Y
SPECIAL PROVISIONS. '::m TRAFFIC ELECTRICAL DESIGN
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